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INSTALLING A 2ND GENERATION F-CAR COLUMN (1970-1977) INTO A 1969 (1rst GENERATION) F-CAR

Please note that these instructions are for the 1969 F-car only!  The 1967-68 F-cars had a different design steering column and will not accept later steering columns.  It is also recommended that you consult your 1969 F-car Service Manual for complete steering column assembly procedures and fastener torques.  

The 1969 model year was the last year for the 1rst generation Camaro/Firebird.  Because the steering system was designed as rear steer, the steering column connected directly onto the flexible coupling that was part of the steering gear.  The 1969 model was also the first year for the new, function locking, energy absorbing steering column.  

The 2nd generation, F-cars also had a function locking steering column but they had a redesigned steering system where the steering gear was mounted forward in the car and a intermediate steering shaft was required to reach between the steering column and the flexible coupling on the steering gear.

Both standard (non-adjustable) and tilt F-car steering columns from these 2nd generation vehicles (1970 up through the 1977 model year) can be adapted and installed in a 1969 F-car in the following manner:

The intermediate steering shaft in the 2nd generation F-car is connected to a one inch diameter steering column shaft that has serrations and a notch on the end.  Note, after the 1977 model year, the connection to the intermediate steering shaft was changed, so those columns won’t work with the detachable flange recommendation that follows.  

1).  First of all, disconnect your car battery.  Whenever you are working on the steering column it is a good idea to make sure that all electrical connections are inactive.

2).  Disconnect and remove the bolt from the clamp and nut holding the pot coupling to the steering column.  Remove the pot coupling and intermediate shaft from the steering column and discard them.

3).  The original 1969 steering column has a lower floor pan bracket that made in two pieces and is bolted together.  The 1970-77 steering column has a metal floor pan bracket that is spot welded in place on the column.  You will need to use the adjustable 1969 bracket in place of the later welded design.  Carefully grind off the spot welds and remove the bracket from the column.  Loosely assemble the two piece bracket to the column.

4).  Obtain a detachable lower flange and a pinch bolt.  Note that these two parts are still available from GM dealers.  They are also available through other suppliers as well.

Detachable Flange - GM #7807052

Pinch Bolt - GM #7807271

5).  The detachable lower flange should assemble onto the column steering shaft.  Orient the flange to the column shaft so that the pinch bolt passes easily right through the notch.  Torque the pinch bolt to 25-30 ft-lbs.

6).  Attach electrical connectors and loosely assemble the steering column into the car.  Remember, if you are going from a standard to a tilt steering column, you must rotate the body harness electrical connector 180 degrees where it assembles to the ignition switch.   

7).  Attach the column flange to the flexible coupling on the steering gear.  You should be able to reuse the nuts and lock washers from your original connection to attach the flange.  The nuts have 5/16-24 UNF and 3/8-24 UNF threads.  Torque both nuts to 20 ft-lbs. 

8).  Loosely assemble the steering column into the car.  Connect the PRNDL wire to the column.  Attach the shifter linkage or the back drive rod to the column lower lever.

9).  It is very important that the steering column be assembled into the car so that it is aligned correctly to the steering gear.  Also, the steering column alignment procedures and fastener tightening should be performed with the car sitting with its weight on the road wheels.

The following is a brief summary of the steering column alignment procedures.  Please consult your 1969 F-car Service Manual for a more complete description.    

a).  With the column in place and the fasteners snug, inspect the flexible coupling.  Both flexible coupling stop pins should be extending through the column flange windows by at least 0.25 inch.  The rubber coupling disc should be flat.  If it is distorted, you will have to adjust the position of the steering column forward or back so that the coupling disc is flat.

b).  Inspect and determine that the flexible coupling stop pins are central in the column flange windows.  Next turn the steering wheel a quarter turn (90 degrees).  Inspect both pins again, they must be central in the flange windows in this position as well.  If they are not central, you will need move the lower end of the steering column, readjust the toe plate, and snug the fasteners.

c).  When the coupling disc is flat and the stop pins are central in all positions, first torque the nuts on the vertical studs that hold the upper column.  Then tighten the toe plate lower fasteners to their proper torques (consult your GM or other approved shop manuals for the proper torques and fastening sequences).

9).  Assemble your steering wheel and column levers to the steering column.  Reattach your battery. 
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