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With end cover “0" ring removed, tap very
lightly on end of shaft, only until pressure
plate falls free. (Fig. 75)

Remove pressure plate, shaft, pump ring, vanes
and rotor. (Fig. 76)

Remove shaft retaining ring and discard.
(Some models do not have retaining rings.)
Remove rotor and thrust plate from shaft and
both dowel pins from housing. (Fig. 77)
Pry shaft seal out of housing, being careful not
to damage the housing bore; discard the shaft
seal.

Remove, clean and replace magnet. (Fig. 77)

ASSEMBLY OF PUMP

Before beginning assembly of pump, clean all metal
parts in a nontoxic solvent.

Steps in assembly of pump:

1.

10.

Install new pump shaft seal using seal pro-
tector J-22616 and seal installer J-7728 or a
1 inch socket with an arbor press or hammer.
(Fig. 78) Do not use any more force than
necessary to seat the seal,

Lubricate new pressure plate 0" ring with
Power Steering Fluid, and install in third
groove from rear of housing.

Clamp end hub of housing in vise in same
position as before and insert both dowel pins.
(Fig. 77) Do not over tighten the vise —
damage to the bearing could occur.

Insert shaft through thrust plate and rotor, and
install new snap ring on shaft. Open the snap
ring just enough to slide over the end of shaft.
(Rotor must have counter sunk side toward
thrust plate.) (Fig. 79)

Insert shaft in housing, making sure thrust
plate slides properly on dowel pins.

Install pump ring on dowel pins with the arrow
toward rear of housing. (Fig. 80)

Install all ten vanes in rotor slots with rounded
edge of vanes outward (Fig. 63 and 81).
Vanes should slide freely.

Lubricate pressure plate with Power Steering
Fluid so as not to damage pressure plate 0"
ring.

Install pressure plate on dowel pins with cir-
cular depression for spring toward rear of
housing. Pressure plate must be pressed about
1/16 inch over the 0" ring to seat. (Fig. 82)
Lubricate new end plate 0" ring with Power
Steering Fluid and install in second groove
from rear of housing.

Fig. 78 — Installing Shaft Seal Using One-Inch Sacket

Fig. 79 — Shaft with Thrust Plate and Rotor in Position
(not in Housing)

ARROW

Fig. 80 — Placement of Pump Ring Showing Arrow
Toward Rear of Housing




