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1. REMOVE AND INSTALL SHAFT LOCK
AND/OR CANCELLING CAM

REMOVE
1. Remove parts as shown

INSTALL
1. Install parts as shown.

SHAFT LOCK

CANCELLING
CAM ASSEMBLY
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Tighten nut until too slightly
depresses shaft lock
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3. REMOVE AND INSTALL IGNITION LOCK
AND KEY WARNING BUZZER

REMOVE
1. Turn lock to "RUN* 1

2. Turn lock to “RUN"
position and (nstall
key warning buzzer switch

INSTALL
Install lock cylinder.

position and remove
key warning buzzer

2. Remove parts as shown.

To assemble, rotate fo stop
while holding cylinder

LOCK
CYLINDER
LOCK
RETAINING

L BUZZER SWITCH
KEY WAHNI_NG_ -

COVER BUZZER SWITCH

CLIP | REMOVE KEY WARNING

2. REMOVE AND INSTALL TURN SIGNAL SWITCH

REMOVE INSTALL
1. Remove parts 1. Install parts
as shown as shown
* SCREW:
+ SIGNAL SWITCH ARM \'Ej

SCREW

TURN SIGNAL
SWITCH

WIRE PROTECTOR

4. REMOVE AND INSTALL COVER AND WIPER

SWITCH
REMOVE INSTALL
. Remove parts as shown 1. Install parts as shown
SCREW

COVER

+ ACTUATOR
SHIELD

PIVOT OR PIVOT

SWITCH
ACTUATOR
PIVOT PIN »

*REMOVE AND INSTALL PIVOT AND SWITCH ASSEMBLY

+ SWITCH ASSEMBLY
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