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Fig. 47-Removing "C" Ring Retainer Using Tool J-22569

Slide upper end assembly with covers off end of
column.

If necessary to service upper end components, re-
move the turn signal switch mounting screws. Re-
move the switch and upper bearing housing from
cover.

Carefully slide steering shaft assembly out of lower
end of mast jacket.

If necessary, remove lower bearing assembly from
lower end of mast jacket and discard bearing
assembly.

Remove flange bolt and flange from steering shaft,
Slide lower bearing spring, plunger, and sleeve
assembly, and thrust washer off shaft.

If necessary, remove two seals from lower end LD.
of jacket,

If necessary, unwrap mesh cover from jacket.

Assembly—Standard Corvette Column (Fig. 46)
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Apply a thin coating of lithium soap grease to all
friction surfaces.

If seals were removed from lower end I.D, of jacket,
cement two new seals into position.

If lower bearing assembly was removed, press new
lower bearing into position at lower end of mast
jacket.

Slide thrust washer, Wave Washer, packing seal,
spacer, clamp bolt and nut, plunger, and spring into
position from top of steering shaft.

Install flange and flange bolt on lower end of steering
shaft.

Carefully slide steering shaft into lower end of mast
jacket.

Assemble upper bearing housing and turn signal
switch into cover and secure entire assembly to mast
jacket upper flange with three signal switch mounting
screws as shown in Figure 48,
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Fig. 48-Assembling Upper End

Feed turn signal switch wires through upper as-
sembly.

Secure upper flange to column with three mounting
bolts.

Slide wave washer, thrust washer, and "C'" retaining
ring loosely into place at top of shaft.

Complete installation of ''C' retaining ring using
snap ring installer Tool J-22659 as shown in Figure
47. Be sure retaining ring is completely seated into
steering shaft groove.

Place turn signal switch lever in position and secure
with screw. Screw hazard warning knob into position.
Pull signal switch wires flat against column, install
wiring protector, and slide covers into position.
If mesh cover was removed, wrap mesh cover around
mesh portion of mast jacket and secure with friction
or electricians tape.

Install spring and cancelling cam on end of shaft.

Disassembly—Corvette Telescoping Column (Fig. 49)
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Place column on a suitable work bench.

Remove upper bearing preload spring and cancelling
cam from end of shaft.

Remove turn signal lever retaining screw and re-
move lever. Push hazard warning knob in; unscrew
and remove knob.

Remove upper spiral retaining ring from upper
steering shaft using a screw driver (fig. 50). Remove
thrust washer and wave washer.

Remove three screws from the lower bearing
retainer,

Carefully slide steering shaft assembly out of lower
end of mast jacket.

Remove flange bolt and flange from lower end of
shaft.

Scribe clamp so it may be reinstalled in same radial
and axial position. If necessary, unwrap mesh cover
from mast jacket.

Remove clamp, bolt, nut, spacer, spring, washer,
packing washer and bearing., A notched groove is
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