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1. Wiring Protector 8. Bumper

2. Screws 9. Key

3. Screws 10. Bumper

4. Turn Signal Switch 11. Bumper Key Strap

5, Upper Bearing Housing 12. Steering Wheel Nut

6. Signal Switch Cover 13. Upper Bearing Preload Spring

7. Mast Jacket 14. Concelling Cam
located on shaft for removal of bearing with a
screw driver,

10. Remove upper shaft section from lower section. If
necessary, replace locking wedge and locking rod at
this time,

11. Remove bumper key strap (fig. 52). Remove keys
and bumper assembly.

12. Remove screws securing bottom of wiring protector
to column,

13. Slide inner jacket section, switch cover, switch,
upper bearing housing and wiring protector off top
end of jacket.

14, I necessary, remove three turn signal switch mount-

Fig. 49-Corvette Telescoping Column-Exploded View

ing screws and remove switch and upper bearing
housing.

15.
16.

15. Spiral Retaining Ring 22. Retaining Ring

16, Thrust Washer 23. Spacer

17. Wave Washer 24, Clamp, Bolt and Nut
18. Bearing 25, Lower Steering Shaft
19. Bearing Refainer 26. Upper Steering Shaft
20. Spring 27. locking Rod

21. Washer 28, Wedge

If necessary, remove seals from LD. of mast jacket,
If necessary, unwrap mesh cover from jacket.

Assembly—Corvette Telescoping Column (Fig. 50)

1.

Apply a thin coating of lithium soap grease to all
friction surfaces.

If seals were removed from ID. of mast jacket,
cement new seals in positions where old seals were
removed.

Place locking wedge and locking rod into upper shaft
and slide upper shaft into lower shaft.

Install bearing, spring, spacer, clamp, bolt and nut,
Install clamp to original location and tighten nut to
30 ft. lbs,

Install spring clip, seal, washer, bearing, spring
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