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1. REMOVE AND INSTALL SHAFT LOCK
AND/OR CANCELLING CAM

REMOVE INSTALL
1. Disconnect negative 1. Install parts as shown,
battery cable. 2. Refer to STEERING

2. Refer to STEERING
WHEEL - Removal, q

3. Remove parts as shown.

WHEEL - Installation.

. Connect negative
cattery cable.

SHAFT LOCK COVER
RETAINING RING —

SHAFT LOCK ,
CANCE_LING T
CAM ASSEMBLY - H
SPRING

Pry out &t tnese
locations ta
FEMODYE Cover

Screwdriver

Tlgnten nut until tool slight'y
deprasses shaft lock

REMOVE SHAFT
LOCK COVER

REMCVE AND INSTALL
RETAINING RING

3. REMOVE AND INSTALL IGNITION LOCK
AND KEY WARNING BUZZER

REMOVE INSTALL

1. Turn lock to ""RUN"* 1. Install 1ock cy'inger,

2. Turr lock to "RUN™
positien and install
key warning buzzer switch.

position ang remave
key warninj buzzer.

2 Remcve parts 85 shown.

To assemb e, ratate ta stop
while hotding cylirder,

w CYLINDER

CLIP | REMOVE KEY WARNING

| _ BU2ZEA sWiTCH
KEY WARNING |

CDVER BUZZER SWITCH

2. REMOVE AND INSTALL TURN SIGNAL SWITCH

REMOVE INSTALL
1. Remove parts 1 Insta | parts
as shown. as shown.
i(— SCREW

$ot— BUTTON
i -e— SPRING
~— KNOB

SCREW

TURN SIGNAL
SWITCH

TURN SIGNAL
LEVER

WIRE PROTECZTOR

4. REMOVE AND INSTALL COVER AND WIPER
SWITCH

REMOVE INSTALL
1. Remove parts as shcwn 1. Irstall parts s shown,
SCREW
CCVER
SHIELD
~
.

“Pe—— TILT LEVER




