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5. REMOVE AND INSTALL HOUSING
REMOVE . INSTALL

1. Rein;tall lilt lever and place column in full 1. Instail parts as shown.

UP" positlon, 2. While holding up on tilt laver to disengage
2. Remove tilt spring and pivot pins. lock shoeks‘ijnstall ovgr stgerlng shaft.
3. Remove housing by pulling upward on tilt Move rack downward and hold. Tip

lever and pull housing upward until it stops. housing to the left until rack engages pin

Maove housing to the right to disengage on actuator rod. Push housing down until

rack from actuator. pivat pin holes are in allgnment.

4. Remaove tilt lever.
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HOUSING SEAT
DRIVE SHAFT LOCK BOLT
LOCK SHOE INNER RACE )
-~ ﬂ ¢SPRING\ BEARING—

RELEASE PIN\“\ Q%F!. l\ \ nf//)w
\
SHOE RELEASE

LEVER SPRING PIVOT PIN
SHOE sP
LEVER il TILT WHEEL
BOWL & \ SPRING
[ SHROUD ASSEMBLY ] ¥ = SPRING

RELEASE LINE PIN 8
> Sg_— N GUIDE

BEARING

q- SPRING RETAINER
- PIVOT PIN
PRELOAD
SPRING SECTOR SCREW
SWITCH ACTUATOR
RACK
IGNITION SWITCH

ACTUATOR ROD
SWITCH

ACTUATOR
RACK —

i
IGNITION
7~ SWITCH
J-21854.01 ACTUATOR
! ROD

REMOVE PIVOT PINS ENGAéE SWITCH

I
I
I
I
|
I 5
| PIvOT PING
|
I
I
REMOVE DRIVE SHAFT l REMOVE TILT SPRING RETAINER :

AND SECTOR 1 . ACTUATOR RACK
6. REMOVE AND INSTALL LOWER STEERING SHAFT ASSEMBLY
REMOVE INSTALL
1 Remove parts as shown. 1. Instail parts as shown.
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