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1. REMOVE AND INSTALL LOCK PLATE
AND/OR CANCELLING CAM

REMOVE INSTALL
1. Disconnect negative 1. Install parts as shown.
battery cable. 2. Refer to STEERING
2. Refer to STEERING WHEEL - Installation.
WHEEL - Removal, 3. Connect negative

3. Remove parts as shown. battery cable,

SHAFT LOCK COVER

RETAINING RING
SHAFT LOCK
CANCELLING CAM ASSEMBLY

RETAINING

Pry out at these RING

lacations to
remove cover

Tighten nut until tool slightly
depresses shaft lock.

REMOVE AND INSTALL
RETAINING RING

REMOVE SHAFT LOCK
COVER |

3. REMOVE AND INSTALL IGNITION LOCK
AND KEY WARNING BUZZER

AEMOVE INSTALL
1. Turn lock to "RUN" 1. Install lock cylinder.
position and remove " o
key warning buzzer 2. Tur_n.lock 1o RUN
swilch. pasition and install

key warning buzzer switch.

2. Remove parts as shown.

To assemble, rotate to stop

CLIP

KEY WAHNlNGl REMOVE KEY WARNING
BUZZER | __BUZZER SWITCH
SWITCH —

HOUSING

2. REMOVE AND INSTALL TURN SIGNAL SWITCH

REMOVE INSTALL
1. Remove parts 1. Install parts
as shown. as shown.
SCREW
¢y BUTTON
‘KSPRWG ﬁ 2
KNOB -
o

SCREW

TURN SIGNAL
SWITCH
ASSEMBLY

== TURN SIGNAL

=~

WIRE PROTECTOR

| _INSTALL SECTOR

4. REMOVE AND INSTALL HOUSING

REMOVE
Remove ignition
switch.
Rerer 1o step 5,
Remove parts as shown.

INSTALL

Assemble rack so that first
rack tooth engages between
first and second tooth of
sector,

HOUSING Install parts as shown,
THRUST s
WASHER . Install |g;1:il::::

3 ] BEARING Refer to step 5.

HORN CONTACT

Q Roal SCREW
SCRE ‘
A p— BEARING r‘\%@ﬁ
T INER BEARING
SECTOR BUSHING~  RETAINER\GATE\.!

-0

' REMOVE AND




